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ElectroStop® Monolithic Isolation Fitting



	RFQ FORM 
	Pipeline Seal and Insulator, Inc
6525 Goforth St, Houston, TX  77021

e-mail: info@psipsi.com Fax: 713-747-6029
website: www.pipelineseal.com 


	ElectroStop® Fitting
	“DUAL” O-RING SEAL ISOLATION FITTING

	QTY.
	     
	     
	     

	Size - INCH or DN
	     
	     
	     

	ANSI/ASME Class
	     
	     
	     

	Pipe Thickness Inch (mm)
	     
	     
	     

	Pups API 5L Specify 
Grade B, X-52, X-60, x-70 etc
	     
	     
	     

	Body ASTM A694 / EN10297-1
	     
	     
	     

	Fitting Length Inch (mm)
	 FORMCHECKBOX 
 Std Per Literature

 FORMCHECKBOX 
  Other - Specify 
	
	

	Certification 
	ISO 10474 – EN 10204  FORMCHECKBOX 
  flag3.1 (No Inspection) or  FORMCHECKBOX 
  3.2 (Inspection)

	Specification
	If different from [image: image1.png]


 standard, please provide as attachment.

	Fluid - Specify
	     
	     
	     

	Design Factor
	Standard = 0.5  - Specify if other required      

	Design Pressure psi or (Barg)
	 FORMCHECKBOX 
 psi      
 FORMCHECKBOX 
  Barg      
	 FORMCHECKBOX 
 psi      
 FORMCHECKBOX 
  Barg      
	 FORMCHECKBOX 
 psi      
 FORMCHECKBOX 
  Barg      

	Design Temperature 14º to 248ºF (-10º to 120ºC)
	 FORMCHECKBOX 
 Std 14° to +248°F
 FORMCHECKBOX 
 Other – Specify      
	 FORMCHECKBOX 
 Std 14° to +248°F
 FORMCHECKBOX 
 Other – Specify      
	 FORMCHECKBOX 
 Std 14° to +248°F
 FORMCHECKBOX 
 Other – Specify      

	Coating - External
	 FORMCHECKBOX 
 Std – 2 Part Epoxy     
.010 - .012” (.25 - .30mm)
 FORMCHECKBOX 
 Other - specify           
	 FORMCHECKBOX 
 Std – 2 Part Epoxy    
.010 - .012” (.25 - .30mm)
 FORMCHECKBOX 
 Other - specify           
	 FORMCHECKBOX 
 Std – 2 Part Epoxy  
.010 - .012” (.25 - .30mm)
 FORMCHECKBOX 
 Other - specify           

	Lining - Internal
	 FORMCHECKBOX 
 Std – 2 Part Epoxy 
.010 - .012” (.25 - .30mm)
 FORMCHECKBOX 
 Other - specify           
	 FORMCHECKBOX 
 Std – 2 Part Epoxy 
.010 - .012” (.25 - .30mm)
 FORMCHECKBOX 
 Other - specify           
	 FORMCHECKBOX 
 Std – 2 Part Epoxy 

 .010 - .012” (.25 - .30mm)
 FORMCHECKBOX 
 Other - specify           

	Cable Cleats 
Specify if Required
	 FORMCHECKBOX 
 Yes 

 FORMCHECKBOX 
  No 
	 FORMCHECKBOX 
 Yes 

 FORMCHECKBOX 
  No
	 FORMCHECKBOX 
 Yes 

 FORMCHECKBOX 
  No


	Test & NDT Data Sheet

	NDE pup bevels
	(MT  (UT – ASME Sec. V & ASME BPV Sec. VIII

	NDE W3 Closure weld 
	(MT  (UT – ASME Sec. V & ASME BPV Sec. VIII

	NDE W1/W2  weld
	(MT  (UT   FORMCHECKBOX 
  RT – ASME Sec. V & ASME BPV Sec. VIII

	Pneumatic Air Test psi or (Barg)
	  FORMCHECKBOX 
 Std = 72 psi for 1 min
  FORMCHECKBOX 
 Other – specify            
	 FORMCHECKBOX 
 Std = 72 psi for 1 min

 FORMCHECKBOX 
 Other – specify            
	 FORMCHECKBOX 
 Std = 72 psi for 1 min

 FORMCHECKBOX 
 Other – specify            

	Hydrostatic Test psi 
or (Barg)
	 FORMCHECKBOX 
 Std = 1.5 Operating Pres.
 FORMCHECKBOX 
 Other - specify           
	 FORMCHECKBOX 
 Std = 1.5 Operating Pres.
 FORMCHECKBOX 
 Other - specify           
	 FORMCHECKBOX 
 Std = 1.5 Operating Pres.
 FORMCHECKBOX 
 Other - specify           

	Hydro-Fatigue Test
	 24 Cycles Std – Specify if Other      

	Electric Insulation Resistance
	 FORMCHECKBOX 
 Std = > 200 M( @ 1000 V DC
 FORMCHECKBOX 
 Other - specify           

	Dielectric

Strength Test
	 FORMCHECKBOX 
 Std = 5 kV A.C 50 Hz (max leakage 3mA)
(Note Avg. Dielectric Strength > 15Kv)
 FORMCHECKBOX 
 Other - specify      
	

	Issued By
	Company:     
Name:     
E-mail:     
Phone:     
	Date – Sent        
Date - Required
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